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§ 176.840 Additional tests and inspec-
tions. 

The cognizant OCMI may require 
that a vessel and its equipment under-
go any additional test or inspection 
deemed reasonable and necessary to de-
termine that the vessel and its equip-
ment are suitable for the service in 
which they are to be employed. 

Subpart I—International Conven-
tion for Safety of Life at Sea, 
1974, as Amended (SOLAS) 

§ 176.900 Applicability. 

(a) Except as otherwise provided in 
this subpart, a mechanically propelled 
vessel of the United States, which car-
ries more than 12 passengers on an 
international voyage must be in com-
pliance with the applicable require-
ments of the International Convention 
for Safety of Life at Sea, 1974, as 
Amended (SOLAS), to which the 
United States Government is currently 
a party. 

(b) SOLAS does not apply to a vessel 
solely navigating the Great Lakes and 
the St. Lawrence River as far east as a 
straight line drawn from Cap des 
Rosiers to West Point, Anticosti Island 
and, on the north side of Anticosti Is-
land, the 63rd Meridian. 

§ 176.910 Passenger Ship Safety Cer-
tificate. 

(a) A vessel, which carries more than 
12 passengers on an international voy-
age must have a valid SOLAS Pas-
senger Ship Safety Certificate. The 
Commandant issues the original 
SOLAS Passenger Ship Safety Certifi-
cate after receiving notification from 
the cognizant OCMI that the vessel 
complies with the applicable SOLAS 
regulations. Subsequent SOLAS Pas-
senger Ship Safety Certificates are 
issued by the cognizant OCMI unless 
any changes to the vessel or its oper-
ations have occurred which changes 
the information on the certificate, in 
which case the Commandant will re-
issue the certificate. 

(b) The route specified on the Certifi-
cate of Inspection and the SOLAS Pas-
senger Ship Safety Certificate must 
agree. 

(c) A SOLAS Passenger Ship Safety 
Certificate is issued for a period of not 
more than 12 months. 

(d) The SOLAS Passenger Ship Safe-
ty Certificate may be withdrawn, re-
voked, or suspended at any time when 
the vessel is not in compliance with ap-
plicable SOLAS requirements. 

§ 176.920 Exemptions. 
(a) In accordance with Chapter I 

(General Provisions) Regulation 4, of 
SOLAS, the Commandant may exempt 
a vessel, which is not normally engaged 
on an international voyage but that in 
exceptional circumstances is required 
to undertake a single international 
voyage from any of the requirements of 
the regulations of SOLAS provided 
that the vessel complies with safety re-
quirements that are adequate, in the 
Commandant’s opinion, for the voyage 
that is to be undertaken. 

(b) In accordance with Chapter II–1 
(Construction—Subdivision and Sta-
bility, Machinery and Electrical Instal-
lations) Regulation 1, Chapter II–2 
(Construction—Fire Protection, Fire 
Detection and Fire Extinction) Regula-
tion 1, and Chapter III (Life Saving Ap-
pliances and Arrangements) Regulation 
2 of SOLAS, the Commandant may ex-
empt a vessel that does not proceed 
more than 20 miles from the nearest 
land from any of the specific require-
ments of Chapters II–1, II–2, and III of 
SOLAS if the Commandant determines 
that the sheltered nature and condi-
tions of the voyage are such as to 
render the application of such require-
ments unreasonable or unnecessary. 

(c) The Commandant may exempt a 
vessel from requirements of the regula-
tions of SOLAS in accordance with 
paragraphs (a) and (b) of this section 
upon a written request from the owner 
or managing operator submitted to the 
Commandant via the cognizant OCMI. 

(d) When the Commandant grants an 
exemption to a vessel in accordance 
with this section, the Commandant 
will issue the original SOLAS Exemp-
tion Certificate describing the exemp-
tion. Subsequent SOLAS Exemption 
Certificates are issued by the cognizant 
OCMI unless any changes to the vessel 
or its operations have occurred that 
changes the information on the SOLAS 
Exemption or Passenger Ship Safety 
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Certificates, in which case the Com-
mandant will reissue the certificate. A 
SOLAS Exemption Certificate is not 
valid for longer than the period of the 
SOLAS Passenger Ship Safety Certifi-
cate to which it refers. 

[CGD 85–080, 61 FR 953, Jan. 10, 1996; 61 FR 
20557, May 7, 1996] 

§ 176.925 Safety Management Certifi-
cate. 

(a) All vessels that carry more than 
12 passengers on an international voy-
age must have a valid Safety Manage-
ment Certificate and a copy of their 
company’s valid Document of Compli-
ance certificate on board. 

(b) All such vessels must meet the 
applicable requirements of 33 CFR part 
96. 

(c) A Safety Management Certificate 
is issued for a period of not more than 
60 months. 

[CGD 95–073, 62 FR 67515, Dec. 24, 1997] 

§ 176.930 Equivalents. 

As outlined in Chapter I (General 
Provisions) Regulation 5, of SOLAS, 
the Commandant may accept an equiv-
alent to a particular fitting, material, 
apparatus, or any particular provision 
required by SOLAS regulations if satis-
fied that such equivalent is at least as 
effective as that required by the regu-
lations. An owner or managing oper-
ator of a vessel may submit a request 
for the acceptance of an equivalent fol-
lowing the procedures in § 175.540 of 
this chapter. The Commandant will in-
dicate the acceptance of an equivalent 
on the vessel’s SOLAS Passenger Ship 
Safety Certificate or Safety Manage-
ment Certificate, as appropriate. 

[CGD 95–073, 62 FR 67515, Dec. 24, 1997] 

PART 177—CONSTRUCTION AND 
ARRANGEMENT 

Subpart A—General Provisions 

Sec. 
177.100 General requirement. 
177.115 Applicability to existing vessels. 

Subpart B—Plans 

177.202 Plans and information required. 
177.210 Plans for sister vessels. 

Subpart C—Hull Structure 

177.300 Structural design. 
177.310 Satisfactory service as a design 

basis. 
177.315 Vessels of not more than 19.8 meters 

(65 feet) in length carrying not more 
than 12 passengers. 

177.330 Sailing vessels. 
177.340 Alternate design considerations. 

Subpart D—Fire Protection 

177.405 General arrangement and outfitting. 
177.410 Structural fire protection. 

Subpart E—Escape Requirements 

177.500 Means of escape. 

Subpart F—Ventilation 

177.600 Ventilation of enclosed and partially 
enclosed spaces. 

177.620 Ventilation of machinery and fuel 
tank spaces. 

Subpart G—Crew Spaces 

177.700 General requirements. 
177.710 Overnight accommodations. 

Subpart H—Passenger Accommodations 

177.800 General requirements. 
177.810 Overnight accommodations. 
177.820 Seating. 

Subpart I—Rails and Guards 

177.900 Deck rails. 
177.920 Storm rails. 
177.940 Guards in vehicle spaces. 
177.960 Guards for exposed hazards. 
177.970 Protection against hot piping. 

Subpart J—Window Construction and 
Visibility 

177.1010 Safety glazing materials. 
177.1020 Strength. 
177.1030 Operating station visibility. 

AUTHORITY: 46 U.S.C. 2103, 3306; E.O. 12234, 
45 FR 58801, 3 CFR, 1980 Comp., p. 277; De-
partment of Homeland Security Delegation 
No. 0170.1. 

SOURCE: CGD 85–080, 61 FR 961, Jan. 10, 1996, 
unless otherwise noted. 

Subpart A—General Provisions 

§ 177.100 General requirement. 
The construction and arrangement of 

a vessel must allow the safe operation 
of the vessel in accordance with the 
terms of its Certificate of Inspection 
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